
 
What type of UST system do you have? Single Wall Tanks Double Wall Tanks 

Has part of your tank system been upgraded with 

secondary containment? 

(double wall piping, sumps, or udcs) 

YES NO 

NEW UST REQUIRMENTS 

 Monthly Walkthrough 

Inspections 

 Annual Leak Detection Testing 

 Annual Compliance Inspections 

 Spill Containment Testing 

beginning in 2023 

 Overfill Prevention Inspection 

beginning in 2023 

NEW UST REQUIRMENTS 

 Monthly Walkthrough Inspections 

 Annual Leak Detection Testing 

 3 Year Containment Testing 

Option to follow EPA testing schedule or 

Delay Testing Option for the following: 

-Spill Containment Testing 

-Overfill Prevention Inspection 

Were your Sumps/UDCs installed  

after November 28, 2007? 

Testing of Sumps/UDCs is NOT 

Required for your system. 

Sumps/UDCs MUST be 

tested every 3 years. 

 Follow EPA testing 

schedule or Delay 

Testing Option  

Are you using your Sumps/UDCs for 

Interstitial Monitoring as your primary 

method of Leak Detection? 

NEW UST REQUIRMENTS 

 Monthly Walkthrough Inspections 

 Annual Leak Detection Testing 

 3 Year Containment Testing 

Option to follow EPA testing 

schedule or Delay Testing Option 

for the following: 

-Spill Containment Testing 

-Overfill Prevention Testing 

-Sumps/UDC Testing 

NEW UST REQUIRMENTS 

 Monthly Walkthrough Inspections 

 Annual Leak Detection Testing 

 3 Year Containment Testing 

Option to follow EPA testing 

schedule or Delay Testing Option 

for the following: 

-Spill Containment Testing 

-Overfill Prevention Testing 

 Testing of Sumps/UDCs is NOT 

Required for your system 

NO 

NO 

Was your UST system installed after 

November 28, 2007? 

NO 

YES 

YES 

YES 

Are your Sumps/UDCs used for Interstitial Monitoring 

as your primary method of Leak Detection? 

NO YES 

UST Systems Installed after October 1, 2018 

NEW UST REQUIRMENTS 

 Monthly Walkthrough Inspections 

 Annual Leak Detection Testing 

 Biennial Compliance Inspections 

 3 Year Overfill Prevention Testing 

 First Containment Test (Spill Buckets, Sumps, & 

UDCs) 5 Years after installation and every 3 

Years following. 

 


